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SICHERHEITSHINWEISE

BEDIENUNGSANLEITUNG
WARNHINWEISE

 � Achtung: Dies ist kein Spielzeug
 � Mindestalter: 18 Jahre
 � Tragen Sie immer eine Schutzbrille.
 � Schießen Sie nicht auf harte Oberflächen.
 � Lesen Sie vor der Benutzung die Anleitung.
 � Zeigen Sie die Waffe nicht in der Öffentlichkeit.

Für eine sichere Handhabung lesen Sie die Anleitung vor dem Gebrauch sorgfältig 
durch und beachten Sie die Sicherheitshinweise!

Verwenden Sie nur hochwertige BB´s. Benutzen Sie BB´s 
niemals mehrfach.

Schauen Sie niemals direkt in den Lauf. Es können sich 
immer noch BB´s darin befinden.

Zielen und schießen Sie niemals auf Menschen oder Tiere. 
Sichern Sie stets die Waffe.

Halten Sie die Waffe niemals seitlich. Durch das Spin-Up 
System können die BB´s eine Kurve fliegen.

Zeigen Sie die Waffe niemals in der Öffentlichkeit. 
Ändern Sie niemals die Farbe der Waffe.

Schießen Sie nur auf einem abgegrenzten Gelände, auf dem 
keine unbeteiligten Personen getroffen werden können.

Halten Sie die Waffe immer in eine sichere Richtung! Es  
können sich auch ohne Magazin Kugeln in der Waffe befinden. 

Führen Sie die Waffe ausschließlich gesichert, ungeladen und 
in einem verschlossenen Behältnis mit sich.

Die Firma German Sport Guns GmbH bestätigt hiermit, dass dieses Produkt in Übereinstimmung mit den derzeit in der EU geltenden Standards, 
Richtlinien oder Normen hergestellt und geprüft wurde. Für nähere Informationen, Sicherheits- und Zusatzhinweise sowie Datenblätter zum 
Download für dieses Produkt besuchen Sie unsere Homepage www.germansportguns.de.

Vertrieb:   
German Sport Guns GmbH
Auf den Geeren 23
D-59469 Ense

info@germansportguns.de
www.germansportguns.de
Tel:  +49 (0) 2938 | 97839-0

 AIR-1911WTP-BB_1.0

1911 WTP USED LOOK 4,5MM BB
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1. Schneiden Sie einen Stoffstreifen passend auf 3 x 10 cm zurecht. 
Führen Sie ihn anschließend durch einen geeigneten Softair-Reinigungstab 
aus Kunststoff und wickeln ihn in voller Länge herum.
2. Halten Sie den Stab mittig und führen Sie ihn mit einer Drehbewegung 
in den Lauf ein. Halten Sie den Stab so weit vorne wie möglich.

DIE WAFFE MUSS REGELMÄSSIG GEREINIGT WERDEN. ALLE BEWEGLICHEN 
TEILE SOLLTEN IN REGELMÄSSIGEN ABSTÄNDEN MIT SILIKON-SPRAY 
BEHANDELT WERDEN, UM EINE LANGE LEBENSDAUER DER WAFFE ZU 
GEWÄHRLEISTEN.

REINIGUNG DER WAFFE1 2
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STEP 5.  INSTALLING/REMOVING CO2 

W  CAUTION – Always be sure Airgun is unloaded and on SAFE before 
removing magazine. Check chamber by fully pulling slide to rear and 
examining the chamber twice. Always apply Safety before removing 
magazine.

1. Once magazine has been removed 
from grip (see STEP 4), familiarize 
yourself with the housing (�g. E).

a CO2 Housing 

b BB Loading Port

c Gas Valve Stem

d Gas Puncture Pin

e Cartridge Retaining Screw

2. Using the ¼” allen wrench provided 
with the gun, loosen the cartridge screw 
at the bottom of the magazine housing 
by turning counterclockwise.

3. Insert the 12gram CO 2 neck �rst (�g. 
F) into compartment. CO 2 should drop 
easily In to housing the rest of the way.

4. While holding center of CO 2 canister 
in place, re-insert ¼” allen wrench into 
cartridge screw and turn clockwise to 
tighten and hold CO 2 canister in place. 
(�g. G) 

NOTE: Slight seepage may occur when tightening canister as the gas pin punctures 
CO2 cylinder.

Do not over tighten the CO 2 cylinder as the O-rings can be damaged.

6. To remove Spent CO 2 cartridge, simply reinsert ¼” allen wrench into screw located 
at the base of the magazine. Slowly turn the wrench counterclockwise. 

NOTE: Slight seepage may occur when removing CO 2 from housing as pressure 
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a Notch
b Follower Arm
c Loading Port

is being released. Keep hands and face away from gas puncture area as contact 
with CO 2 gas may cause freezing or irritation to skin and/or eyes. (see �g. E for gas 
puncture location)

7. Invert magazine so that the left side of CO 2 housing is facing downward towards 
the �oor. The canister should fall freely out. If it does not, loosen the screw more 
until canister does do so.

STEP 6. LOADING/UNLOADING AMMUNITION (4.5MM BB)
1. Always point gun in a safe direction. Activate the 
Safety – NO RED DOT SHOWING.

2. Push the magazine release button and remove the 
magazine from the bottom of the grip.

3. Move the magazine BB follower fully into the locking 
notch and hold in position NOTE: Make sure the fol-
lower is held �rmly in the notch before loading BBs into 
the loading port.

4. Once the magazine BB follower is held securely in 
the notch, a maximum of 17 BBs (4.5mm BB) can be 
individually inserted into the magazine loading port as 
shown.

Once desired number of BBs are loaded into port, 
CAREFULLY and SLOWLY release follower from notch. 

NOTE: DO NOT allow follower to rapidly spring back into 
place. This can cause BBs to eject and could cause harm.

W  WARNING  – Do not load magazine with LEAD BBs. Steel BBs 
recommended. Lead BBs can cause potential jamming. DO NOT RE-USE STEEL 
SHOT BBs.

5. ACTIVATE SAFETY - NO RED DOT SHOWING .

6. Remove Magazine by pressing Magazine release button.

7. After removing magazine, pull down on follower and hold �rmly within notch.

8. Invert the magazine and allow BBs to fall out through port hole.

9. Look inside the magazine to be sure all BBs have been removed. If a BB is visible, 
use Pen, Screwdriver, etc. to carefully, safely remove the BB from magazine.
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STEP 3. - GRIP SAFETY
Airgun is equipped with grip safety located under 
beaver tail at the rear of grip. To engage grip 
safety press and hold grip safety button inward 
(�g. C).

NOTE: Airgun will not �re unless both Safety lever 
has RED DOT showing and grip safety is engaged.

W  WARNING  – Use extreme caution in operating when gun is loaded, 
CO 2 inserted, and cocked, it is now ready to fire a BB once the trigger is 
pulled. When the gun is fired the hammer will re-cock and the gun will be 
ready to fire again when the trigger is pulled. Keep gun pointed at a safe 
target.

STEP 4. REMOVING MAGAZINE/CO2 HOUSING 

1. Always point the airgun in a safe direction. 
ACTIVATE the Safety – NO RED DOT SHOWING 
(refer to STEP 1)

2. Press magazine release button, allowing 
magazine housing to drop from bottom of 
grip. (�g. D).
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W  CAUTION – DO NOT assume the gun is empty of BBs once the BBs are 
removed from magazine. Verify that all BBs are removed. Always treat the 
gun as if it were loaded and ready to fire.

W  CAUTION – If BB pistol is dropped, follow steps below for operation 
checks in troubleshooting and if gun does not function follow steps for 
repair and return.

STEP 7. LOADING, AIMING, AND FIRING AT A SAFE TARGET 

W  CAUTION – Due to the power of this gun, use extra precaution in 
selecting a safe target. Improper targets may cause ricochet.

• ALWAYS point the gun in a Safe Direction.

• Follow the instructions for inserting and loading CO 2 (See Step 5)

• DO NOT shoot at hard surfaces or at a surface of water. The BB may bounce o� or 
ricochet and hit someone or something unintended.

• Always choose target carefully. Be aware of what is in front, alongside, and 
behind. You are responsible for the trails and travel of projectile.

1. Follow instructions from STEP 5 and 6 on how to  
load CO 2 and BB’s into magazine.

2. Deactivate SAFE by pressing down on the safety  
lever (as shown in STEP 1 �g. A)

3. Using your shooting hand �rmly grip the airgun  
leaving your �ngers completely out and away from 
the trigger. Taking your support hand, grab the rear 
of the slide and pull back fully (�g. I)

4. Keeping �ngers completely out and away from trigger, release slide freely to allow 
it to send forward on its own.  

NOTE: Airgun is now loaded and ready to �re in a SAFE direction.

5. Comfortably but steadily position shooter hand around grip and use support hand 
to keep control of airgun.

Sicherung (beidseitig)

Hammer

Mündung

Abzug

KimmeSchlittenfanghebelKorn Schlitten

Magazin

Handballensicherung

Magazinentriegelung

Um die Pistole zu sichern drücken Sie die Sicherung nach oben, bis sie 
einrastet. Um die Pistole zu entsichern drücken Sie die Sicherung nach 
unten, bis sie einrastet und der rote Punkt erkennbar ist. 

Zusätzlich verfügt die Pistole über eine Handballensicherung. Diese wird 
automatisch aktiviert, wenn kein Druck auf sie ausgeübt wird. Um diese zu 
deaktivieren, halten Sie die Pistole fest am Griff. Daraufhin wird die Hand-
ballensicherung eingedrückt und deaktiviert.

HINWEIS: DIE PISTOLE KANN NUR ABGEFEUERT WERDEN, WENN SOWOHL 
DIE DAUMEN- ALS AUCH DIE HANDBALLENSICHERUNG DEAKTIVIERT SIND.

BETÄTIGEN SIE DEN ABZUG NICHT, WÄHREND SIE DIE SICHERUNG BEWEGEN.
DIE SICHERUNG KANN NUR AKTIVIERT WERDEN, WENN DIE PISTOLE GE-
SPANNT IST. VERSUCHEN SIE NICHT, DIE SICHERUNG ZU BETÄTIGEN, WENN 
DIE PISTOLE NICHT GESPANNT IST, DA DIES ZU SCHÄDEN FÜHREN KANN.

Ziehen Sie den Schlitten nach hinten und lassen Sie ihn nach vorne 
Schnellen. Entsichern Sie die Waffe falls notwendig, nehmen Sie das Ziel 
ins Visier und betätigen Sie den Abzug.
Wenn sich keine BBs mehr im Magazin befinden, bleibt der Schlitten in der 
hintersten Position stehen. Drücken Sie den Schlittenfanghebel nach unten 
um den Schlitten nach vorne schnellen zu lassen. Sichern Sie die Waffe 
anschließend wieder.

1. Drücken Sie den Magazinknopf (A) und entnehmen Sie das Magazin 
(B). Lösen Sie die Schraube an der Unterseite des Magazins mit einem 
Innensechskantschlüssel.
2. Legen Sie eine 12g CO2-Kapsel in das Fach auf der linken Seite ein. 
3. Drehen Sie das Schraube an der Unterseite des Magazins im Uhrzeiger-
sinn, um die CO2-Kapsel zu aktivieren. Drehen Sie die Schraube weiter an, 
bis sie festsitzt.
4. Ziehen Sie den Zubringer des Magazins bis zum Ende der Schiene und 
verriegeln Sie ihn. Befüllen Sie nun das Magazin mit 4,5 mm BBs, wir 
empfehlen dazu die Verwendung eines Speedloaders (nicht im Lieferum-
fang enthalten). Drücken Sie den Schieber wieder ein und lassen Sie Ihn 
langsam nach oben gleiten.

ACHTEN SIE DARAUF, DIE WAFFE VORHER ZU SICHERN
ACHTUNG: ÜBERLADEN SIE DAS MAGAZIN NICHT. LASSEN SIE DEN SCHIE-
BER NICHT SCHNALLE, DA DIES DAS MAGAZIN BESCHÄDIGEN KANN.

SICHERUNG SCHIESSEN

CO2 KAPSEL EINSETZEN UND  
MAGAZIN LADEN

GESICHERT SCHUSSBEREIT
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3.0 HOW TO OPERATE
W  WARNING  – Be sure gun is always pointed in a safe direction. Never 

point the gun at anyone. Always assume and treat the gun as if it were 
loaded and ready to fire.

OPERATING SAFETY:
STEP 1. ACTIVATE SAFETY –  SAFETY IS ON WHEN NO RED 
DOT IS SHOWING (FIG. A). 

(A) SAFE

With the index �nger out of the trigger area, 
move the Safety up to the “SAFE” position – 
NO RED SHOWING (�g. A). In this position, the 
trigger cannot be pulled to �re the gun. Like all 
mechanical devices, a BB pistol Safety can fail. 
Even when the Safety is activated, you should 
continue to handle the BB pistol safely. NEVER 
point the BB pistol at any person. NEVER point 
the BB pistol at anything you do not intend to 
shoot.

STEP 2. DEACTIVATE SAFETY –  SAFETY IS OFF  AND READY 
TO FIRE WHEN RED DOT IS SHOWING (FIG. B) 

(B) FIRE

W  CAUTION – DO NOT assume the gun 
is empty of BBs once the BBs are removed 
from magazine. Verify that all BBs are 
removed. Always treat the airgun as if it 
were loaded and ready to fire.

When you are certain the target, back stop and 
surrounding area is safe, deactivate Safety by 
pushing down on the safety lever so that RED 
DOT IS SHOWING (�g. B)
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